
TOP HAT

DPC

75mm x 10mm ABLEFLEX
EXPANSION JOINT SET
BACK 10mm FROM 
SLAB EDGE

75mm x 10mm 
ABLEFLEX EXPANSION
JOINT SET BACK 10mm
FROM SLAB EDGE

FGL

HEBEL
POWERPANEL
75mm

100mm
ALTERM
CEMENTITIOUS
COATING 3-4mm

ALTERM TERMITE
PROOF SILICONE

ALTERM TERMITE
PROOF SILICONE

HEBEL
POWERPANEL

DPC

SKIM COAT

TEXTURE COAT

ALTERM NATIONAL
CEMPARGE 3-4mm
75mm ABOVE FGL
WITH 25mm TAPER

100mm

HEBEL TERMITE PROOFING SYSTEM



ALTERM NATIONAL
TERMITE BARRIER FOR HEBEL

FEATURES OF CEMPARGE

•	 No need for separate barriers or systems using poisons or chemicals.

•	 Easy to install (brushed or trowelled into position).

•	 Complies with AS 3660 – 1 & 3 2000 (Termite Code).

•	 CSIRO Building Products & Systems Appraisal Technical Assessment 

Number 239.

•	 Installed at bottom of CSR Hebel Panels to create a physical termite 

barrier.

•	 50 year minimum life expectancy (TA239)

•	 Cemparge is identified by traceable elements as well as its formulated 

composition.

•	 Cemparge is “non–toxic”.

•	 No holes or voids to be left in the coated areas.

•	 MSDS & OH&S information is on the 20kg Bag and 5 ltr bottle.

•	 Pipe collars may be installed by a qualified Alterm Installer.

Your Local Alterm Supplier

75 Lambton Road (P.O. Box 247), Broadmeadow NSW 2292
	 Telephone:	 (02) 4969 8055
	 Facsimile:	 (02) 4940 8400
	 International:	 (61-2) 4969 8055
	 Web:	 www.alterm.com.au
	 Email:	 sales@alterm.com.au

PATENT No. 709314
ABN 70 111 695 893


